






3M™ Rechargable Battery 2200RB

New 4.5 inch Dyna-coupler 4001 Standard 
on Utility Style Kits

2500 Series Specifications
Transmitter Specifications
Cable/Pipe Trace Mode

Trace mode frequencies
  2550/2573
  2550E/2573E (International)

577 Hz, 1 kHz, 8 kHz, 33 kHz, 82 kHz, 200 kHz, ALL*
577 Hz, 1 kHz, 8 kHz, 33 kHz, 82 kHz, 133 kHz, ALL**

Output power (maximum) 12 W Max. with external input, reduced to 10 W at 
33 kHz and 1 W for higher freq's

Induction mode only frequencies	
  2550/2573
  2550E/2573E (International)

8 kHz, 33 kHz, 82 kHz, or 200 kHz
8 kHz, 33 kHz, 82 kHz, or 133 kHz

Sheath-Fault Locate Mode (2573 Only)

Fault locate frequencies 10/20 - sheath fault source

Fault mode trace frequencies 577, 33 kHz

Toning Mode (2573 Only)

Pulsing tone frequencies
  2550/2573
  2550E/2573E (International)

577 Hz, 200 kHz
577 Hz, 133 kHz

Ohmmeter Mode - continuity test

Range 0 to 10 Meg

Audible continuity tones Solid, Pulsed, None

Direct Connect Output

Output voltage (maximum) 70 Vrms

Output current (maximum) 0.75A rms

Output Protection 240 Vrms

Physical

Weight w/batteries 5.2 lbs. (2.4 kg) 

Power Source

Battery Quantity and size 6 "C" alkaline (LR14)

Battery Life 40 hours typical (normal output level) 
10 hours typical (high output level)

External DC power 9–18 V DC 

A Reputation of Excellence
When you choose a quality 3M™ Dynatel™ Locator, you get outstanding 

performance and reliability, along with toll-free technical phone support 

and a service center dedicated to excellence. Our service center provides 

calibration, repair, upgrades and modifications for safety, performance and 

reliability.

* 577 Hz, 8 kHz, 33 kHz, 200 kHz
**577 Hz, 8 kHz, 33 kHz, 133 kHz


